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SECRET GUIOE TO MAKING NINJA WEAPONS 


SECTION V: 

KUSARI FUNDO CONSTRUCTION 


A length of chain or rope with two weighted 
end. to .wing and strike with, the Kusari Fundo, 
sometimes called a Manrikiguaan. U the simplest 
of all weapon! to make. Traditionally it ta made 
out of chain and metal end weighta. bat aa 
llluatruted In Ihagramfi.O. a version of the weapon 
ran even be made from two cloth bags (doubled 
■ocka work iuat aa well), a length of rope. wire, or 
•t rong cord, and rocks, beans, or even sand for the 
end weighta. INceptively simple, the Koaan Fundo 
ie one of the most deadly weapons in the Ninja 
arsenal A length ofrhain or rope with a weighted 
end or hook la often used with other weapons aa 
well, such as the shoge and the Kusari Gama See 
Photo 6.1 for a picture of a finished Kasan Foods, 
and Photo ft.2 to see a Ninja using a Kasan Fundo 




list 6.1: Construction Steps 

1 Cut desired length of chain (or rope), usually 

2 Fashion end weights out of metal atrip# 
standard sue: I / 4 “ % 1 x it). Optional , drill holes in 
Ihe metal weights to lighten them somewhat and 
for better gripping (fill doubled nocks or doth hags 
with heavy items) 

3 Attach an end weight to each end of the chain 
with swivels, master links, or even wire or cord (or 
atuch end weighta to each end of the rope by 
typing the rope to the hag. and the bag to the rope). 

4 . Paint to camouflage (optional). 




BLADE-TO-HANDLE CONSTRUCTION 6.2 



SECRET GUIDE TO MAKING NINJA WEAPONS 


SECTION VI: 

NINJA KUSARI GAMA CONSTRUCTION 


lust 8.1: Construction Sups 

1. Fashion blade. 

2. Fashion handle and cut blade slot 

3. Insert blade into blade slot of handle. 

4 Attach ring damps as shown in Diagram 

6 . 0 . 

A Drill peg holes through handle and blade 

6 Attach pegs and secure with glue 

7. Fashion rope or chain and end device. 

8. Attar h the other end of the 5‘ rope or chain U 
the end of tha handle with an eyelet 'glee in) 

0 Sharpen blade. 

10 . Faint to camouflage (optional) 

The Kusari tiaras is a unique, chain and sickle 
weapon The basic pattern has a straight blade 
(Diagram 8.0). Other more advanced designs are 
shown in Diagram 6.1. Blade to handle construe 
lion and various end weight and hook designs are 
shown in Diagram 6.2. A finished Kaaari Gama is 
shown in Fhoto6. 1 . A Ninja is shown in a fighting 
stance with the Kusari Gama in Photo 62 




KUSARI-GAMA BLADE PATTERNS 6.1 




SECRET QUIOE TO MAKING NINJA WEAPONS 


SECTION VII: 

NINJA SHOGE CONSTRUCTION 


lint 6.1: Con.truction. Step. 

1. Fa.hlonbl.de, 

2. Paahion handle and peg. 

3. AlUch handle with glue 

4. Clamp or Upe handle temporarily. 

6. Drill handle hole, and nine in pma(mnov>ng 
clam pa or tape afterward.) 

A. Cut chain or rope to deaired length 

7. Fa.hion a nd attach end device to one end of 
chain or rope 

8. Attach the other end of the chain or rope to 
the end of the .hog* handle (aee Diagram 7.0) 

B. Sharpen blade. 

10. Wrap handle wtlh cord (optional). 

11. Paint to camouflage (optional) 

The ahoge i. a .pedal kind of knife attached to a 
length of rope or chain with a weighted or hooked 
end (see Diagram 7.0>. The conet ruction procedure 
follow, .ome of the ..mple guideline, of both a 
knife and a Kuan Kundo. The only difficulty will 
be in .hoping the blade. Utr a haekaaw to cat off 
mod of the excel, metal, and file off the met until 
the blade i. .hoped If o ringed end-eight le 
de.irod, cut it out of metal, make it out of heavy 
wire or cable, or And one ready made, each a. a 
large wa.her. Photo. 7.1 and 7.2 .how a finmhed 
Ninja Shoge 
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NINJA FUKIYA: BLOWGUN & DARTS 8.0 


SECRET GUIOE TO MAKING NINJA WEAPONS 



SECTION VIII: 

NINJA BLOWGUN AND DART CONSTRUCTION 


71* Ninja use blowguna often. and at times they 
administer rhemicala or poisons with thrm. Kukiya 
ar* ao simple to make that a Ninja will want to 
make many of them in vartoua aura and colon 
(aw Diagram 8.0). PlaaUc or metal tubing make 
the brat blowguna The aUndard diameter of 
labing la normally 3'8“. bat blowgun tube# slightly 
larger or am oiler will work bb well with matching 
darta Longer blowgana will ahoot farther and 
moro accurately. The blowgun darta muat ha 
•lightly amaller than the inaide diameter of the 
blowgun If a dart become# Muck, ram it out with a 
dowel rod. which can alao doable aa a cleaning 
rod- 'He a length of cord at both enda of the 
blowgun to art aa a aling. Darta ahould he carried 
in a aafe pooch (aer Photo 8.1 >. The dart retaining 
wire will keep the uoer from inhaling a dart 
accidentally. A finished Ninja blowgun and aome 
darta are ehown in Photo 8.1. Photo 8.2 ahowa a 
Ninja uaing a blowgun. 


I -lot 8.1: Construction Steps 


1. Cut 3/8- blowgun tube to deutred length 
(standard lengths for Ninja hlowguna are 18" and 

2 *). 

2. Install wirs dart retaining guard to mouth 
piece with tape 

electrical tape, making it big enough to*nTllto 
user's mouth. 

4. Paint to camouflage (optional*. 

8. Fashion darts of the proper diameter. 
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